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Water Trap   

 

 

 

 

 

Description: 
 

Our Water Trap is particularly effective when used to control micromoth pests in glasshouses. This trap design 

is also an effective option for some thrip pests. Addition of a small amount of detergent can remove the surface 

tension of water to prevent escapes and vegetable oil can be added to reduce evaporation of water from the 

surface. The black colour does not attract non-target beneficial insects, and improves contrast, which enhances 

catch rates. 

 

Specification: 
 

The trap is constructed from black weatherproof polyethylene and consists of two parts: A large basin, which 

holds the water and a small cage with cap that slots in a hole in the centre and holds a pheromone or kairomone 

lure. 

 

Trap Dimensions: 
 

Trap width:    37 cm 

Trap height:    8 cm 

Trap weight:    280 g 

 

Assembly: 

1.  Open the cap of the cage and place in a pheromone lure and refasten the cap 

2.  Push the cage containing the lure into the hole of the basin, with the cap at the top. 

3.  Place the basin onto a flat unobstructed surface and fill with water to a level that is a minimum of 1 cm 

below the edge. If detergent is available, then mixing in a small drop will break the surface tension. 

Addition of vegetable oil will reduce evaporation. The trap should be installed at a height of 0-30 cm 

depending upon the height of the crops. 

4.  If a source of light is nearby it is preferable to either turn off the light during the night or place the trap 

near to the light. 

 

Average Life Span of Trap and Accessories: 
 

Base   4 years  
Lure Cage  4 years  
 

Product Storage: 
 

Keep product away from direct sunlight and extreme temperatures. 

 

More information:  
 

For further information about this product please contact our Customer Services Team. 

Email: info@internationpheromones.co.uk 

Phone: +44 151 363 7060 


